


 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Sand-/media filters series 4000 (large) 
Technical Data 

UDI 400 6/1 P/0 

Description: 
Vertical cylinder with filter bottom 
standing on feet. 

Application: 

• Prefiltration of disinfection equipment 

• Prefiltration for micro and ultrafiltration 

• Re-circulation systems 

• Cooling-water processes 

• Irrigation systems 

• Swimming-pool filtration 

• Basin water filtration 

• Groundwater purification 

Materials: 

• Polyester coated steel 

• Neoprene rubbers 
• Polypropylene mushroom diffusers 

 

       
Type Unit 4U43025 4U4363 4U4423 4U4484 4U46041 

 

Diameter D inch 30” 36" 42” 48” 60” 
Capacity m³/h 22 32 45 58 90 
Flange (ISO 7005 PN 16)       

Connection B inch 2,5” 3” 3” 4” 4” 
Diameter mm 185 200 200 220 220 
Bolt circle dia. C mm 145 160 160 180 180 
Holes mm 4*Ø18 8* Ø18 8* Ø18 8* Ø18 8* Ø18 

H mm 1065 1085 1100 1100 1420 
H 1 mm 255 255 270 270 440 
Weight kg 135 185 250 310 450 
Mushroom diffusers  31 42 58 72 106 
Filter-bed height cm 40 40 40 40 40 
Filter media (sand) kg 250 375 500 650 1000 
Filter media liter 180 260 350 450 700 
Manholes  1 * 8” 1 * 8” 1 * 8” 1 * 8” 2 * 8” 
  3 * 6” 3 * 6” 3 * 6” 3 * 6” 4 * 8” 
Feet mm Ø160 Ø160 Ø160 Ø160 Ø175 
Bolt circle diameter mm 130 130 130 160 225 
Working pressure bar 8 8 8 8 8 
Max. pressure bar 10 10 10 10 10 
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Description: 
Horizontal cylinder with  
connections on one side. 

Applications: 

• Prefiltration of disinfection equipment 

• Prefiltration for micro and ultrafiltration 

• Re-circulation systems 

• Cooling-water processes 

• Irrigation systems 

• Swimming-pool filtration 

• Basin water filtration 

• Groundwater purification 

Materials: 

• Polyester coated steel 

• Neoprene rubbers 

• Polypropylene mushroom 
diffusers 

UDI 400 6/1 P/0 

    
Type Unit 4U9202 4U9243 

 

Diameter inch 20” 24” 
Capacity m³/h 22 32 
Flange (ISO 7005 PN16)    
   Connection B inch 2,5” 3” 
   Diameter mm 185 200 
   Bolt circle dia. C mm 145 160 
   Holes mm 4 * ∅ 18 8 * ∅ 18 
H 1 mm 150 175 
H 2 mm 490 635 
L mm 1160 1330 
S mm 555 730 
Weight kg 80 103 
Mushroom diffusers  16 18 
Filter-bed height cm 10 15 
Filter media (sand) kg 150 250 
Manholes  2 * 8" 2 * 8” 
Working pressure bar 8 8 
Max. pressure bar 10 10 
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Sand-/media filters series 9000 
Technical Data 
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